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У кваліфікаційній роботі досліджена система лазерних локаційних систем (LLS), які є частиною системи управління космосом, яка використовується для точного визначення координат космічних об’єктів (КO) та вирішення завдань космічної геодезії, геодинаміки та навігаційних проблем. Принцип спостереження в лазерних локаціях полягає у виявленні КО шляхом опромінення КО когерентним електромагнітним світлом та запису відбитого сигналу, а потім вимірювання часу його поширення.

Основним завданням обробки в процесі отримання координатної інформації КО є виявлення відбитого сигналу, тому після цього визначається, чи є об'єкт у вибраній області простору. Для збільшення обсягу даних про положення використовується лазерний передавач з частотою імпульсів 1 кГц або вище. У цьому випадку зменшення енергії імпульсу передавача до одиниць мДж зменшить умовну ймовірність правильного виявлення та значно зменшить кількість реєстрацій ехо-сигналів, особливо у віддалених та малих місцях КО. Тому для організації таких спостережень найважливішим є характеристики виявлення ЛЛС..                                                                                                                                                                             

англійською  ANNOTATION
Theme of qualification work: Substantiation of optical (laser) method of research of space objects. // Thesis // Dembichak Mykola Andriyovych // Ternopil National Technical University named after Ivan Pulyuy, Faculty of Applied Information Technologies and Electrical Engineering, group PPM-61 // Ternopil, 2020 // p. - 60, fig. - 17, tabl. - 1, Add. - 1, Ref. - 24. 
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In the master's thesis, laser location systems (LLS), which are part of the space control system and are used to accurately determine the coordinates of space objects (CO), as well as to solve problems of space geodesy, geodynamics and navigation. The principle of laser location observations is to detect the CO by means of its irradiation with coherent electromagnetic light and registration of the reflected signal with the subsequent measurement of its propagation time. 

The task of primary processing in the process of obtaining the coordinate information of the CO is to detect the reflected signal, as a result of which a decision is made on the presence or absence of the object in the selected area of ​​space. In order to increase the amount of location data, laser transmitters with a pulse frequency of 1 kHz and more are used. At the same time, the reduction of the pulse energy of the transmitter to units of mJ leads to a decrease in the conditional probability of correct detection and a significant reduction in the number of echo signal registrations, especially in the location of remote and small-sized COs. Therefore, for the organization of location observations, the primary importance is given to the characteristics of LLS detection.

