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Анотація  
	українською:
	В результаті досліджень які були проведені в ході виконання кваліфікаційної

	
	(100 – 300 слів)

	 роботи нами було встановлено, що основними умовами, які сприяють створенню енергоощадних технології електрообігріву, є багатозонні тарифи на електроенергію та нормативна теплоакумулююча здатність будівельних конструкцій приміщення. При застосуванні технології електротеплоакумулюючого обігріву на об’єктах різного призначення (зокрема, в тваринницьких та свинарних приміщеннях, стайнях, об’єктах відкритого і захищеного ґрунту, в школах, об’єктах житлового і побутового призначення, культурно-видовищних закладах, культових і спортивних спорудах тощо), у першу чергу, в районах з надлишком електричної енергії у години мінімального електроспоживання, створюються передумови появи споживача-регулятора в електромережах України, який споживає електроенергію в добовому циклі обігріву за тарифами, диференційованими за часом. Для підвищення ефективності системи електрообігріву рекомендовано застосовувати нагрівальні кабелі та елементну базу від Українського виробника ПАТ «Одескабель», вартість яких нижча закордонних на 30...40 %, що дозволить суттєво знизити капітальні витрати на облаштування.

	

	

	

	

	англійською:
	As a result of research carried out during the qualification work, we established

	
	(100 – 300 слів)

	that the main conditions that contribute to the creation of energy-saving electric heating technologies are multi-zone tariffs for electricity and the normative heat-accumulating capacity of building structures of the premises. When applying the technology of electric heat storage heating at objects of various purposes (in particular, in livestock and piggery premises, stables, objects of open and protected soil, in schools, objects of residential and domestic purpose, cultural and performing arts institutions, religious and sports facilities etc.), first of all, in areas with a surplus of electric energy during the hours of minimum electricity consumption, the prerequisites are created for the appearance of a consumer-regulator in the power grids of Ukraine, which consumes electricity in the daily heating cycle at tariffs differentiated by time. To increase the efficiency of the electric heating system, it is recommended to use heating cables and an elemental base from the Ukrainian manufacturer PJSC «Odeskabel», the cost of which is 30...40% lower than foreign ones, which will significantly reduce capital costs for the arrangement.

	

	

	


