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	українською:
	Проведено розрахунок та вибір силових трансформаторів для ТП-№1 та ТП-№2. Запропоновано принципова однолінійна схема РП-0,4 кВ для ТП-№1 та ТП-№2, а також показано їх компонування. Запропоновано план компонування ТП-№1 та ТП-№2 на РП-10 кВ. Проведено розрахунок силового кабелю 0,4 кВ між шафами ЩС та інвертором, між шафами ЩС та РП-0,4 кВ. Проведено розрахунок та вибір ТС типу Т-0,66 для РП-0,4 кВ та ТС типу ТОЛ-10 для РП-10 кВ СЕС. Проведено розрахунок та вибір перерізу жил кабельних ліній 10 кВ від РП-10 кВ СЕС до місця приєднання. Показана принципова однолінійна схема власних потреб. Проведено розрахунок струмів короткого замикання 0,4 кВ сонячної електростанції. Запропонована схема мереж електропостачання СЕС та схема заміщення. Проведено розрахунок заземлення СЕС та запропонована схема заземлення ТП-№1 та ТП-№2. Розглянуто організацію обліку відпущеної енергії та питання системи передавання даних АСКОЕ. Запропоновано типовий комплект релейного захисту та автоматики приєднань 10 кВ з вакуумним вимикачем ВВ/TEL-10 і реле захисту МРЗС-05Л.

	англійською:
	The calculation and selection of power transformers for TP-№1 and TP-№2 was carried out. A basic single-line scheme of RP-0.4 kV for TP-№1 and TP-№2 is proposed, and their layout is also shown. The layout plan of TP-№1 and TP-№2 on RP-10 kV is proposed. The calculation of the 0.4 kV power cable between the SHS cabinets and the inverter, between the SHS cabinets and the RP-0.4 kV was carried out. The calculation and selection of T-0.66 type TC for RP-0.4 kV and TOL-10 type TC for RP-10 kV SES was carried out. The calculation and selection of the core cross-section of the 10 kV cable lines from the RP-10 kV SES to the connection point was carried out. A basic one-line diagram of own needs is shown. The calculation of the short-circuit currents of 0.4 kV of the solar power plant was carried out. The proposed SES power supply network scheme and replacement scheme. The SES grounding calculation was carried out and the grounding scheme of TP-№1 and TP-№2 was proposed. The organization of accounting for released energy and the issue of the ASKOE data transmission system were considered. A typical set of relay protection and automation of 10 kV connections with vacuum switch BB/TEL-10 and protection relay MRZS-05L is offered.



