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	українською:
	Вітроустановки планується розташувати на трьох майданчиках. Варіанти схеми приєднання ВЕС до мереж Західної ЕС розглядались на напрузі 330 кВ, 220 кВ і 110 кВ із врахуванням розташування майданчиків для будівництва ЦПС ВЕС. Збір ВЕУ планується на напрузі 35 кВ. При розробці варіантів враховувалась: достатність пропускної потужності автотрансформаторів ПС 330 кВ Радивилів; можливість розширення ВРП ПС 330 кВ Радивилів. Варіанти схеми приєднання ВЕС ТОВ «ВІТРОПАРК ЗАХІДНИЙ-Р» до мереж Західної ЕС розглядались із врахуванням потужності та розташуванням майданчиків ВЕУ. Збір ВЕУ виконується кабельними лініями 35 кВ. За капіталовкладеннями найдешевшим є варіант №1, варіанти №2 і 3 дорожчі за варіант 1 на 33% та 43% відповідно. Основним розглядається варіант №4, який передбачає приєднання 420 МВт потужності ВЕС, для якого питома вартість приєднання є вищою всього на 10%. Для приєднання 1 етапу ВЕС, необхідна заміна трансформатора струму 110 кВ на ПС 110 кВ. При приєднанні потужності 2 етапу у режимі з вимкненням АТ 750/330 кВ РАЕС виникає перевантаження ПЛ 330 кВ ХАЕС – Рівне, що вимагає реконструкції даної ПЛ або установки ППК (пристрою поздовжньої компенсації) у ПЛ 330 кВ ЗУ – ВЕС. Проектована ВЕС видаватиме потужність в мережу Західної ЕС, що працює паралельно з мережами ОЕС України. Для перевірки існуючого обладнання і вибору нового пораховані струми короткого замикання (КЗ) в мережі 110 кВ і вище району, що розглядається. 

	англійською:
	[bookmark: _GoBack]Wind turbines are planned to be located on three sites. Variants of the scheme for connecting wind turbines to the networks of the Western EU were considered at the voltage of 330 kV, 220 kV and 110 kV, taking into account the location of the sites for the construction of the wind turbine power plant. The collection of wind turbines is planned at a voltage of 35 kV. When developing options, the following was taken into account: the sufficiency of the carrying capacity of the 330 kV Radyvyliv substation autotransformers; the possibility of expanding the GRP of the 330 kV Radyvyli substation. Variants of the connection scheme of wind turbines LLC "VITROPARK ZACHIDNY-R" to the networks of the Western EU were considered taking into account the capacity and location of wind turbine sites. The collection of wind turbines is carried out by 35 kV cable lines. In terms of capital investment, option #1 is the cheapest, options #2 and 3 are more expensive than option 1 by 33% and 43%, respectively. Option No. 4 is considered the main one, which provides for the connection of 420 MW of wind power capacity, for which the specific cost of connection is only 10% higher. To connect the 1st stage of the wind farm, it is necessary to replace the 110 kV current transformer with a 110 kV substation. When connecting the power of the 2nd stage in the mode with the shutdown of the 750/330 kV RAPP, there is an overload of the 330 kV KNPP-Rivne substation, which requires the reconstruction of this substation or the installation of a PPK (longitudinal compensation device) in the 330 kV ZU-WES substation. The designed wind power plant will supply power to the network of the Western EU, which operates in parallel with the networks of the UES of Ukraine. To check the existing equipment and choose a new one, the short-circuit currents (short-circuit currents) in the 110 kV network and above in the area under consideration are calculated.



