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Анотація

	українською:
	

	Метою кваліфікаційної роботи було вивчення динамічних параметрів енергетичної системи, пов’язаних з інтеграцією в мережу. Представлено моделювання та аналіз інверторних генераторів в мережах з послідовною компенсацією в умовах слабкої мережі. Досліджено субсинхронне коливання у вітряних електросистемах типу 4. На основі аналітичних моделей виконується аналіз стабільності малого сигналу на основі власних значень і імпедансу. Аналітичні результати перевірялися на двох випробувальних стендах електромагнітних перехідних процесів з повною динамікою, включаючи динаміку мережі, механічну динаміку вітряної турбіни, а також усі етапи керування перетворювачем. Проведено аналіз ефективності і надійності гібридного підвищувального перетворювача з одночасним виходом змінного і постійного струму, коли подається один вхід постійного струму. Результати комп’ютерного моделювання підтверджують, що трифазний гібридний підвищувальний перетворювач здатний правильно регулювати вихід постійного та змінного струму, а також вихідну напругу постійного струму та реактивну потужність на шині загального з’єднання.


	англійською:
	

	The purpose of the qualification work was to study the dynamic parameters of the energy system related to integration into the network. Modeling and analysis of inverter generators in networks with series compensation in weak network conditions are presented. Subsynchronous oscillation in type 4 wind power systems is studied. On the basis of analytical models, a small signal stability analysis is performed based on eigenvalues and impedance. The analytical results were verified on two electromagnetic transient test benches with full dynamics, including grid dynamics, wind turbine mechanical dynamics, and all converter control steps. An analysis of the efficiency and reliability of a hybrid step-up converter with simultaneous AC and DC output when one DC input is provided is carried out. The computer simulation results confirm that the three-phase hybrid step-up converter is able to correctly regulate the DC and AC output as well as the DC output voltage and reactive power at the common bus.

	

	

	

	

	

	

	

	

	


