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	насоса котла шляхом його модернізації.
У випускній кваліфікаційній роботі було проаналізовано напрями розвитку електроприводів із частотним регулюванням. Виявлено, що останнім часом значно зріс попит на асинхронні двигуни для систем частотного регулювання, які забезпечують енергозбереження та електромагнітну сумісність під час роботи в різних середовищах і установках.

Виконано математичне моделювання системи електроприводу. Розроблено модель асинхронного двигуна та віртуальну модель електроприводу з частотним керуванням, яка дозволяє аналізувати та досліджувати змодельовані режими частотного пуску асинхронного приводу на персональному комп'ютері у програмі MATLAB Показано, що при використанні скалярного методу керування на частоті 50 Гц час перехідних процесів зменшується до 0,19 с.

	англійською:
	The purpose of this work is to solve the problem of energy saving of the electric 

	
	

	drive of the boiler pump by means of its modernization.
In the final qualification work, the directions of development of electric drives with frequency regulation were analyzed. It has been found that recently there has been a significant increase in the demand for induction motors for frequency control systems that provide energy savings and electromagnetic compatibility when operating in various environments and installations.

Mathematical modeling of the electric drive system was performed. A model of an asynchronous motor and a virtual model of an electric drive with frequency control have been developed, which allows to analyze and study the simulated modes of frequency start of an asynchronous drive on a personal computer in the MATLAB program. It is shown that when using a scalar control method at a frequency of 50 Hz, the time of transient processes is reduced to 0, 19 sec.

	

	

	

	

	


